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Place the car on the pit, fit the mudguard protections and
open the bonnet.

Detach the positive cable from the battery and remove the
air cleaner.

Drain the coolant from the radiator.
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Detach:

- Engine to radiator water outlet hose (from the engine side
only).

- Water inlet and outlet connectors of the enriching device.

~ Cables from thermocontact, from electrovalve and from enriching
device warning light contact.

~ Electrovalve fuel hose banjo bolt.

- Fuel feed pipes from pump to injectors fixing clamps.

- Engine water outlet connector fixing screw. .

- Injection pump to injectors fuel feed pipe connectors.

~ Distributing chamber front fixing screw.

- Butterfly valve body-to-distributing chamber fixing screws.

~ Accelerator control cable.

- Injection pump control lever connecting rod from butterfly
valve control lever.

- Control lever return springs.
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Subsequently, unscrew:

- Intake manifolds-to-cylinder heads fixing ecrews.

- Butterfly valve body-to-injection pump fixing screws.

~ Detach the butterfly valve body from the injection pump, moving
the distributing chamber and intake manifolds assembly forward
for the amount necessary to free the butterfly valve body lo-
cating dowels.

- Protect the injection pump delivery valves by means of proper .
caps, blow by means of air pressure, so as to eliminate possi-
ble petrol residuals, cover the pump by means of a guard so
as to neutralize the sparks produced by the grinding machine.

- leasure the height of the enriching device lever (7 mm =
0.275 in. as shown in figure) by means of a sliding caliper
and“then, by means of a portable compressed air grinding ma-
chine 8096770, remove 1.5 mm (0.059 in.) of it, so reducing
the preceding dimension to about 5.5 mm (0.216 in.).

- Paint the grinded surfaces with black paint.

- Move to the bench with the butterfly valve body, grip it in
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N~ the vice, so that the enriching device push rod (7) bush seat-
ing (8) is turned upwards.
Detach 3
- Enriching device warning light contact (14). .

- Kuts (11-12).
- Bush seating (8) and slip off the push rod (7) complete with
bush (9), epring (6) and spring cap (5).
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. by moving the blade in its hole.

.adjust the automatic enriching device.

Fit, to the new push rod (7), the spring cap (5) previously
fitted, the new bush (9) and the spring (6) previously fit-
ted.

Before fitting the spring, deburr the last turn so as to
avoid it to come into contact with the bush while working.
Refit the push rod assembly and the new bush seating (8) to
the enriching device body.

After locking the bush seating (8), make sure that the bush
(9) turns freely and that the last turn of the spring (6)
does not seratch it.

Refit, to the push rod (7), the new warning light ocontact
(13), the new nut (10)(8 mm -0.314 in. height) and the nuts
(11-12) recovered from the preceding fitting.

Fix the new warning light contact collar (14) to the enri-
ching device body, taking care to check, when fixing it, that
between the upper curve (15) of the contact blade and the
lower edge of the bush seating (8) there are about 2 mm
(0.078 in.); possible corrections on the car may be obtained

Refit all the removed parts to the car.

Check the synchronization of the butterfly valve-to-injection
pump connecting rod.

Start the engine and, when i1t Treaches the proper temperature

Check that the enriching device warning light goes off at
about 60° 35 O (1400 33-6F).

The necessary parts are grouped in the special spare kit
815.,400-1090049.

Necessary tool list

8013352 Pin to lock the injection pump control lever.
8015365 Tool for setting the butterfly valve opening.
8015364 Pointer to set the butterfly valve control lever.
8013351 Tool to hold enriching device pushrod bush.
8095800 Termometer to check engine water temperature.
8096770 Portable air grinding machine.




